
903 Audible Alert
• For remote or local monitoring

• 903N model is compatible with 
1-3/4” (44.4mm) or larger 
narrow-frame profiles

• Heavy Duty 1/4” extruded aluminum
face plate with beveled edges 

• Hardware kit includes tamper
resistant stainless steel screws and
wrench

• Cover plate and switch mounting
design allows use with most
standard surface and recessed
electrical boxes (boxes optional)

• Push-on wire connectors included

• Continuous or intermittent tone 
(site selectable) - 80-96 db

• Brushed adonized aluminum or
brushed adonized dark bronze finish
with black cap 

Optional Mounting Accessories
9SURBOX ...................Surface mount box for 903 and interior 914

4-3/4”H x 3”W x 2-1/2”D
(120.6mm x 76.2mm x 63.5mm)

 

Switches 903
914 9 Series 

Alerts/Sounders

In or Out…we make it Easy!®

ZL903-14 R07/11SH

914/914W
4-3/4” x 5-9/16”

(119mm x 142mm)

903N
1-5/8” x 4-3/4”

(41.3mm x 120.6mm)

903
3” x 4-3/4”

(76.2mm x 120.6mm)

Features & Benefits

Exterior 
Model 
Shown

Audible Alert

Sounder

914 Sounder
• Ideal for delayed egress applications

• Field selectable volume output 
up to 102 dB

• Models suitable for interior or exterior applications

• Easy installation – surface wall mounted

• Not suitable for mounting on ceiling

©2011 RUTHERFORD CONTROLS INT’L CORP. WWW.RUTHERFORDCONTROLS.COM
USA: 2517 SQUADRON COURT, SUITE 104, VIRGINIA BEACH, VA 23453 • CANADA: 210 SHEARSON CRESCENT, CAMBRIDGE, ON  N1T 1J6 

PHONE • 1.800.265.6630 • 519.621.7651 • FAX: 1.800.482.9795 • 519.621.7939• E-MAIL: SALES@RUTHERFORDCONTROLS.COM 



©2011 RUTHERFORD CONTROLS INT’L CORP. WWW.RUTHERFORDCONTROLS.COM
USA: 2517 SQUADRON COURT, SUITE 104, VIRGINIA BEACH, VA 23453 • CANADA: 210 SHEARSON CRESCENT, CAMBRIDGE, ON  N1T 1J6 

PHONE • 1.800.265.6630 • 519.621.7651 • FAX: 1.800.482.9795 • 519.621.7939• E-MAIL: SALES@RUTHERFORDCONTROLS.COM 

Side Profiles

 

Speci f icat ions

In or Out…we make it Easy!®

NOTE: Specifications are subject to change without notice. 

5-9/16”
(142.0 mm)

1-5/16”
(33.0 mm)

5-9/16”
(142.0 mm)

3-3/8”
(86.5 mm)

Description Power Consumption Sound Output Level Voltage Standard Finish
903 Audible Alert  30mA 80-96dB 10 to 26VDC 28 or 40

914 Sounder 63mA Field Selectable  102dB 12-24VDC White (interior)/
Red (exterior)

RCI also offers a complete line of Electromagnetic Locks, Electric Locks, Electric Strikes, Power
Supplies, Keypads & Readers, Exit Devices, Systems & Door Hardware
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